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SUMMARY 

Four s ix-place,  low-wing, twin-engine,   general-aviation  airplane test specimens, 
w i th   t ubu la r - s t ee l   t ru s s   r e in fo rcemen t   i n  the cabin area, were crash  tested a t  the 
Langley Impact Dynamics Research   Fac i l i ty   under   cont ro l led   f ree- f l igh t   condi t ions .  
A l l  a i rp l anes  were impacted on a concre te  test  sur face  a t  a nominal  flight-path 
veloci ty   of  27 m/sec. Two tests w e r e  conducted a t  a -150 f l igh t -pa th   angle  (oo p i t c h  
angle  and -1 So p i t c h   a n g l e ) ,  and two were conducted a t  a -300 f l ight-path  angle  
(-30° p i t ch   ang le ) .  

The average  accelerat ion time h i s t o r i e s   ( c r a s h   p u l s e s )   i n   t h e   c a b i n  area f o r  
each principal d i r e c t i o n  w e r e  ca l cu la t ed   fo r   each   c r a sh  test. In   addi t ion,   the   peak 
f l o o r   a c c e l e r a t i o n s  were ca l cu la t ed   fo r   each  test  as a func t ion   o f   a i r c ra f t   fu se l age  
l o n g i t u d i n a l   s t a t i o n  number. Typical ly ,   the   peak  crash  decelerat ion  decreases  from 
nose   to  t a i l  of   the  a i rplane.  

Anthropomorphic-dummy acce le ra t ions  were analyzed  using  the dynamic response 
index (DRI) and sever i ty   index  ( S I )  models. A prototype  energy-absorbing seat  w a s  
u sed   i n  the -15O f l i gh t -pa th ,  Oo p i t ch   ( f l a t - impac t )  test. By co l l aps ing   i n  a con- 
t r o l l e d  manner, the seat  s t roked   t o   i nc rease   t he   du ra t ion  of t he   acce le ra t ion   pu l se  
and  lower  the  average  acceleration  experienced by the occupant. Parameters a f f e c t -  
ing  the dummy res t r a in t   sys t em were s tudied ;   these  parameters included  the  effect   of  
no uppe r - to r so   r e s t r a in t ,  measurement  of the  amount  of i n e r t i a - r e e l  strap pu l lou t  
before  locking, measurement  of dummy chest  forward  motion,  and  loads  in  the 
r e s t r a i n t s .   w i t h   t h e  S I  model, the  dummies with no shoulder   harness   received head 
impacts above the  concussive  threshold.  

INTRODUCTION 

With the  rapid  growth  of  private  and  commercial a i r  t r a f f i c   s i n c e  World War 11, 
increased  emphasis  has  been  focused on the  causes of passenger   injury and d e a t h   i n  
severe   bu t   po ten t ia l ly   surv ivable   c rashes .  The National  Advisory Committee f o r  Aero- 
nau t i c s  (NACA) conducted a series of f u l l - s c a l e   a i r p l a n e   c r a s h  tests wi th   ins t ru-  
mented dummies i n   t h e  1950's ( r e f s .  1 and 2 ) .  These tests were performed by acceler- 
a t ing   an   a i rp lane   a long  a hor izonta l   gu ide  r a i l  and crash ing  it i n t o  an  earthen 
mound. Later NACA s t u d i e s  on the dynamic response  of seat  s t r u c t u r e s   t o  impact loads 
( r e f .  3)  r e s u l t e d   i n  a Civi l   Aeronaut ics   Adminis t ra t ion (CAA) update of s t a t i c  seat- 
s t rength  requirements .  The a i rp l anes   t e s t ed  by NACA, however, were n o t   s t r u c t u r a l l y  
r ep resen ta t ive  of cu r ren t   gene ra l - av ia t ion   a i rp l anes .  

In 1973, a genera l -av ia t ion   c rash- tes t  program w a s  i n i t i a t e d   j o i n t l y  by t h e  
National  Aeronautics and Space Administration (NASA) and the Federal Aviation Admin- 
i s t r a t i o n  (FAA) ( r e f .  4 ) .  A s  part  of t h i s  program, NASA Langley  Research  Center is 
conducting a series of c rash  tests to   ob ta in   in format ion  on genera l -av ia t ion   a i rp lane  
c rashes   under   cont ro l led   f ree- f l igh t   condi t ions   ( re fs .  5 t o  9 ) .  The s t u d i e s  a t  
Langley are d i r e c t e d  toward  those  crashes  in   which  the  a i rplane  s t ructure   re ta ins  
su f f i c i en t   cab in  volume and i n t e g r i t y   f o r   o c c u p a n t   s u r v i v a b i l i t y .  The objec t ives   o f  
t h e   s t u d i e s  are to   de te rmine  the dynamic response of t he   a i rp l ane   s t ruc tu re ,  seats, 
and  occupants  during a s imula t ed   c r a sh ;   t o   de t e rmine   t he   e f f ec t   o f   f l i gh t  parameters 
a t  impact (i.e., f l i g h t   s p e e d ,   f l i g h t - p a t h   a n g l e ,   p i t c h   a n g l e ,   r o l l   a n g l e ,  and  ground 



condi t ion)  on the  magnitude  and p a t t e r n  of s t r u c t u r a l  damage; to  de termine   the   fa i l -  
ure modes of t h e   s e a t s  and occupant   res t ra int   systems;  and to determine  the  loads 
imposed upon the  occupants.  This  information is e s s e n t i a l  €or p r e d i c t i n g   s t r u c t u r a l  
co l l apse  and for   des igning   sa fer   sea ts ,   occupant   res t ra in t   sys tems,   and 'cabin   s t ruc-  
t u re s   w i th  improved c ra sh  dynamic c h a r a c t e r i s t i c s .  

The p resen t  tests were conducted  to  obtain a data   base of c r a sh   i n fo rma t ion   fo r  
s ix-place,  low-wing, twin-engine airplanes with  an  inter ior-welded  tubular-s teel  
t r u s s  re inforc ing   the   cab in  area. Th i s   r epor t   desc r ibes   t he   r e su l t s  of four  airplane 
c ra sh  tests. The gross  mass of the  a i rplanes  ranged from  1993 kg t o  2293 kg,  and the 
test  specimens were impacted a t  a nominal f l igh t -pa th   ve loc i ty   o f  27 m/sec a t   f l i g h t -  
path  angles of -15O and -3OO and ground-contact  pitch  angles of Oo, - 1 5 O ,  and - 3 O O .  
A l l  test a i r p l a n e s  were crashed on a concrete   surface.  The crew and passengers were 
represented by anthropomorphic dummies. E f fec t s  of the   f l igh t   parameters   a t   impact  
are d i scussed   i n  terms of s t r u c t u r a l  damage, a c c e l e r a t i o n s  of t h e   a i r p l a n e   s t r u c t u r e  
and  occupants, and loads  in   the  passenger   res t ra int   system.  In   addi t ion,   occupant  
i n j u r y   c r i t e r i a  were ca lcu la ted   us ing   the   sever i ty   index  ( S I )  and  dynamic response 
index ( D R I )  models ( r e f s .  10  and 1 1 ,  r e s p e c t i v e l y ) .  

TEST FACILITY AND PROCEDURES 

Faci li t y  

The c r a s h   t e s t s  were performed a t  the  Langley  Impact Dynamics Research  Faci l i ty  
shown i n  f i g u r e  1. The gantry is  composed of t r u s s  elements arranged  with  three sets 
of i n c l i n e d   l e g s   t o   g i v e   v e r t i c a l  and l a t e r a l   s u p p o r t  and a n o t h e r   s e t  of i n c l i n e d  
legs   to   provide  longi tudinal   support .  The gantry is  73 m high and 1 2 2  m long. The 
suppor t ing   legs  are spread 81 m a p a r t   a t   t h e  ground  and 20 rn a p a r t   a t   t h e  66-m l e v e l .  
An enclosed  e levator  and a s ta i rway  provide  access   to   the  overhead work platforms,  
and catwalks permit a s a f e   t r a v e r s e  of the upper l e v e l s  of the  gantry.  A movable 
bridge  spans  the  gantry a t  the 66-m l e v e l  and t raverses   the   l ength  of the  gantry.  
The re inforced   concre te   impact   sur face   permi ts   t es t s   to  be repeated and allows com- 
par i son  between tests. De ta i l ed   i n fo rma t ion   abou t   t h i s   f ac i l i t y  is reported i n  
reference 1 2 .  

Crash-Test  Technique 

The tes t   technique  used  to   crash  the  a i rplane  specimens is shown schemat ica l ly  
i n   f i g u r e  2. The a i r p l a n e  specimen,  suspended by  two swing  cables   a t tached  to   the 
top of the  gantry,  i s  drawn  back  and above the  impact   surface by a pul lback   cab le   to  
a he ight  of about 49 m. The a i r p l a n e  specimen is then  re leased from the  pul lback 
cable  by a pyrotechnic   separator .  The specimen  swings  pendulum style   onto  the  impact  
sur face .  The swing  cables are pyro technica l ly   separa ted  from the  airplane  specimen 
when the   a i rp lane  is about 1 m above the   impac t   su r f ace   t o   f r ee  it from r e s t r a i n t  
during  the  crash  impact.  An umbilical   cable  l inks  the  onboard  instrumentation  to a 
da t a   acqu i s i t i on   sys t em  loca t ed   i n  a bu i ld ing   ad jacen t   t o   t he   gan t ry .  The umbi l ica l  
cable   remains  a t tached  to   the  tes t   specimen  during  impact   for   data   acquis i t ion and is 
pyro technica l ly   separa ted   about  0.5 s e c   a f t e r  ground con tac t .  

Ai rp lane   spec imen  a t t i tude   a t   impact  can be a d j u s t e d   p r i o r   t o   t e s t i n g  by chang- 
ing  the  length of the  cables   in   the  suspension  system  ( f ig .   3) .  The f l i gh t -pa th  
angle ,  which  can be ad jus ted  up t o  -6OO ( s e e   f i g .  2 ) ,  is determined by the  length of 
the  swing cables.  Adjustments up to   abou t  30° can  be made in   angle  of a t t a c k  and 
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r o l l  angle. Only small  adjustments can be  made i n  yaw angle because of the  small 
clearance between the  pullback  harness and  empennage  of the  airplane.  Additional 
yaw can be added by removing the  stabil izers and simulating them w i t h  concentrated 
masses. 

Test Parameters 

Flight-path and att i tude  angles  for  the  airplanes  at  impact are  identified i n  
figure 4. positive  force  directions  coincide  with  the  reference axes. The planned 
and actual test parameters for  the  four  tests  reported  here,  along  with  photographs 
i l lus t ra t ing   the  impact a t t i tude  for  each airplane  tes t  specimen, are  presented i n  
figure 5. For consistency and brevity, each t e s t  and airplane specimen is herein- 
af ter   ident i f ied by  word description  referring  to  the  pitch  angle (i .e.,  flat-impact 
t e s t ,  15O nose-down t e s t ,  and 30° nose-down tes t s )   for  impact positions shown i n  
f igures  5(a) through 5 ( d ) ,  respectively. The nominal flight-path  velocity was 
27 m/sec f o r   a l l   t e s t s .  

Detailed  descriptions of these  impact  conditions  are  given i n  the  appendixes. 
The appendixes  include normal, longitudinal, and transverse  acceleration time histo- 
r i e s  measured on the a i rc raf t   s t ruc ture  and i n  the anthropomorphic dummies for  the 
four  airplane  tests. Also included  are  restraint  loads and displacement  transducer 
data. Schematics to  determine  the  location of the  accelerometers  are given i n  fig- 
ures  6(a) through 6 ( d ) .  

Airplane Test Specimen 

The airplane specimens used for  the  tests  (f ig.  7 )  were identical  six-place, 
low-wing, twin-engine, general-aviation  airplanes w i t h  masses of 2237 kg (flat-impact 
t e s t ) ,  2193 kg ( 1  5O nose-down t e s t ) ,  1993 kg (first  30° nose-down t e s t ) ,  and 2293 kg 
(second 30°  nose-down t e s t ) .  The airplanes were  of  aluminum structure wi th  a welded 
tubular-steel t r u s s  inside  the  cabin. The four  airplane specimens were complete 
except  for  upholstery and avionics. The fuel tanks were f i l l e d  wi th  water to  simu- 
l a te  the fuel mass. Spoilers were attached  to  the wings to minimize the aerodynamic 
l i f t .  The exterior and in te r ior  of the  airplane specimens were painted  to enhance 
photographic  contrast, and black l i n e s  were painted  over  rivet  lines  to emphasize the 
underlying  structure. 

The four  airplanes  carried  the same basic equipment necessary  for  the  tests. 
Anthropomorphic dummies ( a l l  50th  percentile,  part 572 ( re f .  1 3 ) ) ,  each w i t h  a mass 
of 75 kg, occupied the  seats. A l l  seats  except  the  pilot 's  seat i n  the  flat-impact 
t e s t  were standard equipment for  an airplane of this  type. The p i lo t ' s   s ea t  i n  the 
flat-impact  test was a prototype  energy-absorbing  seat  supplied by a private  organi- 
zation. The four  legs of th i s   sea t  were attached  to  slotted  seat   rails   that  were 
supplied by the  private  organization. The front  legs of a l l  other crew seats i n  th i s  
ser ies  were connected to  "I" cross-section  seat  rails  that  are  standard  for  these 
airplanes.  Slotted  guides  located on the  rear of these  seats were secured to  the 
main spar. Both front and rear  legs of the  passengers'  seats were attached  to  seat 
rails  that  are  standard  for  these  airplanes. 

Figure 8 shows the  occupants,  restraints, and in te r ior  camera arrangement  €or 
each tes t .  All lap  belts were secured to  the  seats and a l l  shoulder  harnesses  to  the 
fuselage. The p i l o t  i n  the  flat-impact  test was restrained w i t h  a lap  belt  attached 
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to  the  seat  and a double  shoulder  harness  attached  to  the  fuselage. Both the  copilot 
and passenger had lap  belts and single-strap  shoulder  harnesses  with  inertia  reels. 
I n  the 15O nose-down t e s t ,   a l l  occupants were restrained wi th  lap  belts and single- 
strap  shoulder  harnesses  with  inertia  reels. In  the f i r s t  30° nose-down test ,   the  
p i l o t  and copilot had lap  belts and shoulder  harnesses  with  inertia  reels,  but the 
passenger wore a lap  belt  only. The p i lo t  and second passenger i n  the second 30° 
nose-down t e s t  had lap belts and shoulder  harnesses  with  inertia  reels,  but  the 
f i r s t  passenger  (seated behind the  pilot)  wore only a lap  belt .  The rated assembly 
strength of each restraint system was a t   l e a s t  1500 lbf (6672 N) as. required by the 
FAA regulations. 

Instrumentation and nata  Preparation 

Onboard instrumentation  for  obtaining  data  pertaining  to  the dynamic behavior 
of the  airplane  structure,  seats, and  dummies consisted of  dc accelerometers  (piezo- 
res i s t ive) ,  high-speed motion-picture cameras, displacement  transducers, and load 
cel ls .  (See fig. 9.) External  motion-picture  coverage of the  crash sequence a t  
various  film  speeds was provided by tracking and fixed cameras located  to  the  port 
side,  front, back, and overhead of the  tes t  specimen. A Doppler radar u n i t  was used 
to  obtain  the  horizontal  velocity of the t e s t  specimen a t  impact. 

The locations of the  accelerometers onboard the  airplanes  are shown i n  fig- 
ure 6.  The accelerometers were oriented  along  the normal (Z), longitudinal (x), and 
transverse (Y) axes as shown i n  figure 4. Each location is designated by its grid 
coordinates  as  follows:  the f i r s t  number indicates  the  longitudinal  coordinate;  the 
f i r s t   l e t t e r   i nd ica t e s  the normal coordinate  (floor  to  roof);  the second number i n d i -  
cates the transverse  coordinate; and the second letter  indicates  the  accelerometer 
orientation wi th  respect  to  the  airplane body-axis  system. The normal, longitudinal, 
and transverse  orientations  are  designated  as N, L, and T, respectively. For 
example, the normal accelerometer  location i n  the  center of the ceil ing of the cock- 
p i t  is designated 9J8N. This system applies  to  the  identification of the  data  traces 
located i n  the  appendixes. 

The physical  variables  to be  measured i n  the   a i rc raf t  specimen are  converted  to 
electrical   signals by the  transducers. The transducers  are wired to  a 90-channel 
data  chassis w i t h  a regulated 10-V power supply common t o   a l l  channels. From the 
data  chassis i n  the a i r c ra f t ,  the  signals  are  transmitted through an umbilical  cable 
t o  a junction box  on top of the  gantry. From there they are  transmitted through  hard 
wire to  the control room. I n  the  control room, the  signals  are  received through 
another  junction box and sent  to a patchboard that  has a 150-channel capability. 
From the  patchboard,  the  signals  are  fed  to  the  signal-conditioning u n i t s ,  where they 
are   f i l tered through a 600-Hz low-pass f i l t e r  and amplified. The signals  are mult i -  
plexed by a 90-channel multiplex FM system, which incorporates 5 frequencies: 25, 
40, 55, 70, and 85 kHz. The signals  are then  recorded direct ly  onto magnetic tape by 
a 28-track recorder. The first 1 8  tracks  are  dedicated  for  the 90 data  channels 
(5 channels  per  track 1. Tracks 27 and 28 are  reserved  for  voice  annotation and  time 
code, respectively. Some data  traces have  been omitted from t h i s  paper  because the 
data were los t  as  the resul t  of physical and electrical  instrumentation  failures. 

To correlate  the recorded data  signals w i t h  the  high-speed motion-picture  data, 
a time  code i s  recorded  simultaneously on the magnetic tapes and  on the  external 
films. There is also a 100-Hz time-pulse generator onboard the a i rc raf t   for  use with 
the onboard cameras that  take 400 photographs per second. Two 6-V lamps, i n  the  field 
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of v i e w  of t h e   i n t e r n a l  and external  cameras,  are f l a s h e d   a t   c a b l e   s e p a r a t i o n  time to 
synchronize the e x t e r n a l  time-code  generator  with  the  onboard  events  recorded by t h e  
cameras 

The da ta  were f i l t e r ed   t h rough  a 600-Hz low-pass f i l t e r   before   be ing   recorded  
on magnetic tape. "he da ta  on the magnetic  tapes are d i g i t i z e d  a t  4000 samples p e r  
second. The d ig i t i zed   acce le romete r   da t a  are passed  through a f i n i t e  impulse 

response f i l t e r  
( s i n   x )  

X 
and f i l t e r e d  as follows: 

Dummy head, Hz ..................................................... 600 ( u n f i l t e r e d )  
Dummy ches t ,  Hz ................................................................. 180 
Dummy p e l v i s ,  Hz ................................................................ 180 
Res t r a in t s ,  HZ ................................................................... 60 
Displacement  transducers, Hz ..................................................... 60 
Seat,  HZ ......................................................................... 20 
Floor   s t ruc tu re ,  Hz .............................................................. 20 

Motion-picture   analysis   consis ts  of p l o t t i n g  a displacement-time  curve from the  
f i lm  da ta ,   f i t t ing   l eas t - square   po lynomia l   func t ions   (up  to 10th   o rder )   to   the  
measured displacements,  and then   twice   d i f fe ren t ia t ing   the   d i sp lacements   to   ob ta in  
acce le ra t ions .  

Resu l t an t   acce l e ra t ions  a a r e   c a l c u l a t e d   f o r   t h e  dummy's head,  chest, and 
pe lv i s .  The sever i ty   index  (re$. I O )  is ca l cu la t ed  from t h e   r e s u l t a n t   a c c e l e r a t i o n  
by the equat ion 

t 
S I  =l a 2 g 5  d t  r 

Another  useful  index, the D R I  (dynamic  response  index,  ref. 1 1 )  has.been  used  to  
help  determine the p r o b a b i l i t y  of s p i n a l   i n j u r y   f o r  a wel l - rest ra ined  seated  occupant  
sub jec t ed   t o  a ver t ical   impact   (such  as  the impulse  during  e ject ion from  a f i g h t e r  
a i r c r a f t ) .  Al though  the   l igh t -a i rc raf t   c rash   pu lses   repor ted   in   th i s   paper  are n o t  
completely  ver t ical ,  the D R I  was computed for  comparison  purposes.  In the D R I  model, 
a s i n g l e  lump mass is assumed to   load   the   ver tebrae ,  which are modeled i n  one  dimen- 
s i o n  as a spr ing   wi th  damping. The familiar  one-dimensional  driven  harmonic oscil- 
la  tor equat ion 

- d2A dA d z  + 2cq, + wn2A = - 
d t  d t 2  

2 

is so lved   fo r   t he  maximum spinal  compression A, and the  MZI is computed to  be 

2 
wn  'max 

DRI = 
g 
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where 

C 

% 

d z  2 

d t 2  

A 

9 

damping r a t i o  

natural   frequency  of model 

i npu t   acce l e ra t ion  

spine  compression 

acce le ra t ion  due t o   g r a v i t y  

A damping r a t i o  of 0.224 and a natural   frequency  of 52.9 rad/sec were used f o r  
ca l cu la t ing  D R I  values.  These values are representa t ive   o f   the  U.S. Air Force  f ly- 
ing  populat ion and would not  be representa t ive   o f   the   f ly ing   popula t ion   in   genera l .  
Physical ly ,   the  D R I  represents the  peak  response  accelerat ion  in  g u n i t s .  
( l g  = 9.81 m/sec2.) 

RESULTS AND DISCUSSION 

The crash  dynamics,  assessments  of damage, and acce le ra t ion  time h i s t o r i e s   f o r  
each  crash test  are d i s c u s s e d   i n   d e t a i l   i n   t h e   a p p e n d i x e s   ( f l a t - i m p a c t  test, appen- 
d i x  A; 15O nose-down test, appendix B; 30° nose-down tests, appendix C )  . In   the  
fol lowing  sect ions,  a comparison  of  the e n t i r e   c r a s h - t e s t  series is made based on the  
da ta  and t h e   i n t e r p r e t a t i o n  of the   da ta .  

Floor.   Crash  Pulses 

A series of   four   l ight   twin-engine  a i rplanes were c ra sh   t e s t ed  a t  a 27 m/sec 
nominal f l ight-path  veloci ty   under   the  fol lowing  nominal   impact   condi t ions:  

1 .  Flat-impact tes t  (-1 5O f l igh t -pa th   angle ,  00 p i t c h   a n g l e ) .  

3. 30° nose-down test (-30° f l igh t -pa th   angle ,  - 3 O O  p i t c h   a n g l e ) .  

4. Same as tes t  3. 

I n   t h i s   s e c t i o n   t h e   f l o o r   a c c e l e r a t i o n  time h i s t o r i e s   ( c r a s h  pulses) are analyzed 
along  with  each dummy's response   to   these   c rash   forces .  

To obta in  a c rash   pu lse ,   ind iv idua l   acce le ra t ion  traces i n   t h e  normal,  longitu- 
d ina l ,  and t r ansve r se   d i r ec t ions  measured on the   f l oo r   o f   t he   a i rp l ane   i n   t he   cab in  
area are analyzed  for   the  fol lowing  values:  maximum acce le ra t ion  qmax, t o t a l  time 
durat ion of the main pulse  AT, and velocity  change AV obtained from the   i n t eg ra t ed  
acce le ra t ion  trace. (See  f ig .  10.1 These  values are then  averaged  to  give a cabin- 
area f l o o r   c r a s h   p u l s e   i n   t h e  normal,   longitudinal,   and  transverse  directions.  The 
c ra sh  pulses for   each  test are summarized i n   t a b l e  I. The ind iv idua l   acce l e ra t ion  ' 

traces used  to   get   the   average  crash  pulses  are given  in   appendixes  A, B, and C €or 
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the   f la t - impact  test, 15O nose-down test, and 30° nose-down tests, respec t ive ly .  
Crash  pulses  from  other NASA tests are d i scussed   i n   r e f e rence  14. 

For a g iven   f l igh t -pa th   condi t ion ,   the   cen ter -of -gravi ty  (c.9.) impact v e l o c i t y  
components in   the   g loba l   (Ear th)   axes   sys tem are the  same (independent  of  pitch a t t i -  
tude ) .  For the  -15O f l igh t -pa th   angle ,   the   s ink   ve loc i ty  is 7 m/sec  and the  horizon- 
t a l  component is 26 m/sec; and f o r   t h e  -3OO f l igh t -pa th   angle ,   the   s ink   ve loc i ty  is  
13.5 m/sec and the   ho r i zon ta l  component is 23.4 m/sec. The average  cabin-area  normal 
f loo r   c r a sh   pu l se  shows a peak acce le ra t ion   i n   t he   f l a t - impac t  test near ly  twice as 
high as i n   t h e  15O nose-down test. The v e r t i c a l   s i n k   v e l o c i t y   f o r   t h e s e  two tests 
was intended to  be i d e n t i c a l .  The change i n  vertical  s i n k   v e l o c i t y  is 

AV = J a i   d t i  = Z.  x i  A t  

where 

- 
ai 

A t  time dura t ion  of pulse  

I f   t h e  peak accelerat ions  are   approximately  proport ional  to  the  average  accelera- 
t ions,   then speak A t  f o r   t he   f l a t - impac t   t e s t  i s  approximately  equal  to speak A t  
f o r   t h e  15O nose-down tes t .   That  is, the normal  peak acce le ra t ion  and pulse   dura t ion  
fo r   t he  two tests are   inversely  re la ted.   Consequent ly ,   s ince  the time duration  of 
t he  normal c r a s h   p u l s e   f o r   t h e   f l a t - i m p a c t   t e s t  is  about   ha l f   tha t  of the 15O nose- 
down test, the  peak a c c e l e r a t i o n  is doubled. 

ave rage   acce le ra t ion   fo r  a g iven   p i tch   condi t ion  

The average peak  normal acce le ra t ions   fo r   t he  30° nose-down t e s t s  and t h e   f l a t -  
impact t e s t  were about 30g.  However, the  normal v e l o c i t y  change and pulse   dura t ion  
f o r   t h e  30° nose-down tests were subs tan t ia l ly   h igher   because  of the -3OO f l i g h t -  
path  angle.   Consequently,   the  severity of t he   c r a sh   t o  human occupants is  g r e a t l y  
inc reased   fo r   t he  30° nose-down t e s t s .  The long i tud ina l   acce l e ra t ion   fo r   t he  30° 
nose-down t e s t s  is more than  double   that   for   the  other  two test condi t ions.  Also,  
i n i t i a l  l ong i tud ina l   dece le ra t ions  due t o  nose  crushing  s low  the  a i rcraf t   a long  the 
f l ight   path.   This   condi t ion  lowers   the  integrated  normal   veloci ty  component  below 
t h a t  which  would  be expected from calculat ions  based on components of the   f l igh t -pa th  
v e l o c i t y   a t   i n i t i a l   c o n t a c t   w i t h   t h e   c o n c r e t e   s u r f a c e .  

Peak f l o o r   a c c e l e r a t i o n s  were p l o t t e d   a s  a func t ion  of accelerometer   fuselage 
s t a t i o n  number for   each  crash tes t  fo r   t he   l ong i tud ina l  and  normal d i r e c t i o n s  (air-  
c r a f t  axes ) . (See f i g .  1 1 . ) A l i n e a r   l e a s t - s q u a r e s   f i t  w a s  placed  through  the  data; 
and al though  considerable  scatter is evident ,   basic   t rends  are   revealed.  An approxi- 
mate  value of the  average peak acce lera t ion   for   each   case  is found by f ind ing   the  
value of a c c e l e r a t i o n   t h a t   c o r r e s p o n d s   t o   t h e  main spar   (c .g . )   loca t ion   ( s ta t ion  98).  

For the   f la t - impact  test, the peak acce le ra t ion   a s  a func t ion  of s t a t i o n  number 
is r e l a t i v e l y   c o n s t a n t ,   b u t   i n   t h e  30°  nose-down test, the  accelerations  (normal  and 
l o n g i t u d i n a l )  show cons ide rab le   va r i a t ion  and tend to  decrease  with  increasing 
s t a t i o n  numbers. L o n g i t u d i n a l   a c c e l e r a t i o n s   i n   t h e  15O nose-down test f a l l  between 
those   i n   t he   f l a t - impac t  test and the  30° nose-down tests. For the  normal  accelera- 
t i o n s ,   t h e  30°  nose-down tests showed the   h ighes t  peak a c c e l e r a t i o n s  i n  the  nose; 
however, peak a c c e l e r a t i o n s   i n  the f lat-impact test were g r e a t e r   f o r  the remainder of 
t h e   a i r c r a f t   s t a t i o n s  . 
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The change i n   v e l o c i t y   o b t a i n e d  by in t eg ra t ing   each   acce le ra t ion  time h i s t o r y  
over   the main pu l se  A t  was also p l o t t e d  as a func t ion   o f   fu se l age   s t a t ion  number 
f o r   t h e  normal d i r ec t ion .  The data are p r e s e n t e d   i n   f i g u r e  12. The f i g u r e  shows 
that the normal v e l o c i t y  change f o r   t h e  30° crash  tests is higher   than  the f la t -  
impact test f o r  a l l  s t a t i o n s .  

Dummy Response 

Tb make comparisons of the  occupant  response t o  the i n p u t   c r a s h   a c c e l e r a t i o n s ,  
the sever i ty   index  ( S I )  and the  dynamic response  index ( D R I )  were calculated.   Since 
the  human sp ine  is approximately  aligned  with  the  normal  crash  forces,   and  since  in 
most l i gh t   a i rp l anes   ve ry  little underbe l ly   c rushable   s t ruc ture  is a v a i l a b l e   t o  
a t tenuate   loads   t ransmi t ted   to   the   occupants ,  a ca re fu l   eva lua t ion  of t h e   e f f e c t   o f  
the normal a c c e l e r a t i o n  is in   order .  The D R I  w a s  developed as an  approximate model 
t h a t  was u s e f u l   i n  the design of m i l i t a r y  e j e c t i o n  seats. Figure 13 gives  the  proba- 
b i l i t y  of s p i n a l   i n j u r y  as a function  of D R I  for   wel l - res t ra ined  occupants   subjected 
t o  a ve r t i ca l   acce l e ra t ion   based  on cadaver  data and a c t u a l   o p e r a t i o n a l  Air Force 
e j ec t ion   da t a .  (See ref. 15. ) The c ra sh   vec to r s   i n   t he  30° nose-down tests do not  
f a l l   i n t o   t h e   " p r i m a r i l y  normal"  category,  and  the f i r s t   p a s s e n g e r   i n   t h e s e  tests d i d  
no t  have  upper- torso  res t ra int .   Therefore ,  the D R I ' s  c a l cu la t ed   fo r   t hese  tests 
should be used w i t h  caut ion.  The severity  indexes,   al though  used  primarily  for  head 
impact, were also c a l c u l a t e d   f o r   t h e  chest and pe lv i s .  

Tables I1 through V summarize the dummy response  behavior  for  each  crash test .  
By consider ing the dummy response  to  each test, the  normal  crash  pulses  are  ranked 
w i t h  r e s p e c t   t o   s e v e r i t y   i n  the following  descending  order:  the 30° nose-down t e s t s ,  
the f la t - impact  test, and the  IS0 nose-down test. The p i l o t   i n  the f la t - impact  test 
with  the  energy-absorbing seat experienced one  of the mildest   responses of a l l  occu- 
p a n t s   i n   a l l  tests i n  terms of the D R I  (computed  value  of  24). From the DRI curve 
( f i g .  131, however,  an  occupant i n  such a case would still have  approximately a 
50-percent  chance  of  spinal  injury.  A l l  occupants  other  than the p i lo t  i n   t h e   f l a t -  
impact test and the p i l o t  and c o p i l o t   i n   t h e  15O nose-down test  have ca l cu la t ed  D R I  
va lues   g rea te r   than  24. 

Longi tudina l   acce le ra t ion  is more tolerable  than  normal  acceleration,  provided 
the occupant is p rope r ly   r e s t r a ined   t o   p reven t  head injury.   Displacement  transducer 
data i n d i c a t e d   t h a t   i n e r t i a   r e e l s   l o c k e d   a f t e r  1.5 c m  of s t r a p   p u l l o u t   f o r   t h e  15O 
nose-down test and a f t e r  7.8 cm (average)   for   the 30° nose-down t e s t s .  Head i n j u r y  
i s  the  most f requent   type of i n ju ry  and accounts   for  75 percent  of f a t a l i t i e s   i n  
a i r c r a f t   c r a s h e s .  (See ref. 1 6 . )  The seve r i ty   i ndex  of each occupant i s  p l o t t e d  i n  
f i g u r e  14  as a function  of the f l o o r   l o n g i t u d i n a l   v e l o c i t y  change. The occupants  in 
the f i r s t -pas senge r   l oca t ion   i n  the 30° nose-down tests had  no upper - torso   res t ra in t ;  
consequently,   both  occupants  struck  their   heads rather severe ly .  Figure 14  shows 
that  the head sever i ty   index  was over 1000 for 'both these  occupants and w a s  nea r ly  
I 500 for   the  passenger   in  the f irst  30° nose-down t e s t .  An S I  of approximately 1000 
is the concussive  threshold  for   impacts   to   an  unprotected  head,  and the th re sho ld   fo r  
helmeted  head  impacts is approximately 1500. The maximum S I  for a dummy head  with 
uppe r - to r so   r e s t r a in t  w a s  689 measured on the second  passenger i n  the  second 30° 
nose-down test. The head of this dummy s t ruck  the knees as the legs were rebounding 
from the floor. 

8 



CONCLUDING REMARKS 

Four s ix-place,  low-wing, twin-engine  general-aviation  airplane test specimens, 
with a tubular -s tee l   t russ - re inforced   fuse lage   s t ruc ture ,  were crash   t es ted  a t  the  
Langley Impact Dynamics Research   Fac i l i ty   under   cont ro l led   f ree- f l igh t   condi t ions .  
A l l  a i rp l anes  w e r e  impacted on a concre te  test  sur face  a t  a nominal  flight-path 
Velocity of 27 m/sec. The four  tests and their nominal   f l ight-path and p i t ch   ang le s  
Were: ( 1 )  f la t - impact  test, -15O f l ight-path  angle ,  Oo pi tch   angle ;   (2)  15O nose- 
down test, -1 5" f l igh t -pa th   angle ,  - 1 5 O  p i t ch   ang le ;   (3 )  and ( 4 )  30" nose-down tests, 
-30" f l ight-path  angle ,  -300 p i tch   angle .  

Two tests were conducted a t  a -1 5O flight-path  angle.   These were a f la t - impact  
test (Oo p i t ch   ang le )  and a 15" nose-down test (-15O pi tch   angle)   wi th   the   longi -  
t u d i n a l   a i r c r a f t  axis a l igned   a long   the   f l igh t   pa th .  The average  peak  longitudinal 
acce le ra t ion   fo r   t hese  two tests w a s  about   the same (approximately  6g).  However, 
because of nose  crushing  and  angular  rotation of the f u s e l a g e   i n  the 15" nose-down 
test, the   dura t ion  and ve loc i ty  change   of   the   longi tudina l   c rash   pu lse   in   tha t  tes t  
were about   double   those  in   the  f la t - impact  test. In   the  normal   direct ion,   the  
ve loc i ty  change for   bo th  tests w a s  approximately  the same. Hence, the  peak accelera- 
t i o n  and t o t a l  time dura t ion  of the   c rash   pu lse   for   the   normal   d i rec t ion  are 
inve r se ly   r e l a t ed   fo r   t hese  two tests. (The f la t - impact  tes t  had a peak  normal 
acce le ra t ion  of approximately 30g and a dura t ion  of 0.06 sec, compared with  approxi- 
mately 15g and 0.12 sec fo r   t he  15O nose-down test.) 

Two tests w e r e  conducted a t  a - 3 O O  f l ight-path  angle .  Both tests had a - 3 O O  
pi tch   angle ,  so tha t   t he   l ong i tud ina l   ax i s  of the   p lane   co inc ided   wi th   the   f l igh t  
path.  The long i tud ina l  peak acce le ra t ions   i n   t hese  two tests were about 15g f o r  a 
duration  of 0.10 sec with a long i tud ina l   ve loc i ty  change  near 10 m/sec. The v e r t i c a l  
Sink rate i n  these tests w a s  about twice that i n  the f la t - impact  tes t  and 15O nose- 
down tests (-15" f l i g h t   p a t h ) .  However, i n   t h e  30° nose-down tests, more v e r t i c a l  
s topping  dis tance w a s  a v a i l a b l e   i n   t h e  form  of a i rp l ane  nose  crushing.  Since more 
s t ruc tu ra l   c rush ing   occu r red   i n   t he  30° nose-down tests, the  time durat ion of t he  
acce le ra t ion   pu l se  w a s  double   tha t  of the  f la t - impact  test. peak acce le ra t ion   fo r  
both tests w a s  about 30g. 

Ranking  the  normal   crash  pulses   with  respect   to   severi ty   gives   the  fol lowing 
descending  order: 30° nose-down tests, f la t - impact  t es t ,  15O nose-down test .  Using 
t h e  dynamic response  index ( D R I )  model, t h e   p i l o t   i n   t h e  flat-impact test s e a t e d   i n  
an  energy-absorbing seat  developed a D R I  value of 24 compared with 31 and 35 f o r   t h e  
o the r  two occupants   in   the  same test. A value of 24 corresponds  to  a 50-percent 
chance  of sp ina l   i n ju ry ,  and h igher   va lues   re f lec t   h igher   chances  of i n ju ry .  The 
lowest D R I  value w a s  23 i n   t h e  15O nose-down test; the   h ighes t  D R I  ca lcu la ted  w a s  62 
in   the  second 30° nose-down test. 

Two anthropomorphic-dummy passengers   in   the  30° nose-down tests had no upper- 
t o r s o   r e s t r a i n t ,  and consequently  their   heads  impacted on the  seat i n   f r o n t  of  them. 
The head seve r i ty   i ndex   (S I )  w a s  c a l c u l a t e d   t o  be over 1000 ( the  concussive  thresh-  
old)   for   both  of   these dummies and w a s  near ly  1500 f o r   t h e  dummy i n   t h e   f i r s t  30° 
nose-down test. Tne S I  of a l l  occupants  with  upper-torso  restraint   remained w e l l  
below the concussive  threshold.  

Langley  Research  Center 
National  Aeronautics  and  Space  Administration 
Hampton, VA 23665 
August  16,  1982 
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TABLE 1.- AVERAGE CABIN  FLOOR CRASH PULSES 

Flat-  impact : 
Normal 
Longi tudinal  
Transverse 

1 50 nos  e- down : 
Norma 1 
Longitudinal 
Transverse 

First 30° nose-down: 
Normal 
Longitudinal 
Transverse 

Second 30° nose-down: 
Norma 1 
Longitudinal 
Transverse 

Maximum a c c e l e r a t i o n ,  
g u n i t s  

31.0 
6 e 4  

2.5 

16.0 
5.5 
2.0 

27.2 
15 e2 
5.0 

29.9 
14.0 
8.0 

Duration of 
acce le ra t ion   pu l se ,  

sec 

0.057 
052 
e062 

.I20 

.088 
060 

-083 
.090 
m068 

096 
.I12 
140 

Velocity  change, 
m/sec 

9.1 
1.9 
1.0 

10.6 
4.0 
1.2 

11.3 
8.2 
2.0 

12.3 
10.5 

7 . 0  
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TABLE 11.- SUMMARY OF MEASURED DUMMY RESPONSES FOR E’LAT-IMPACT TEST 
- - 

Rest ra in t  Loads  and  Displacements: 
Pilot   shoulder  harness 700 N 
Copilot   shoulder  harness 1070 N 
Passenger  lap belt 400 N 
Copilot  chest  forward  motion 12.5 cm - - 

! 
~ Dummy occupant 

acce lera t ion ,  
g   u n i t s  

P i   l o t  : 
Head 
Chest 
Pe lv is  

Copilot: 
Head 
Chest 
Pe lv is  

28 
32 

29 
32 
31 

Firs t   passenger:  
Head 

39 Pelv is  
35 Chest 
30 

Normal I Longitudinal 1 Transverse 

sec 

0.104 
.loo 

.052 
-076 
-076 

.044 

.060 

.066 

10.5 
10.5 

8.0 
10.7 
10.4 

6.7 
10.5 
11.1 

20 
1 1  
20 

7 
15 

13 

Duration of 

g   u n i t s  m/sec sec  
a c c e l e r a t i o n ,  change, Icce le ra t ion ,  

Maximum Veloci ty  

0.068 

12 2.0 .036 
2 3.7 .052 
2 7.6 

8 
.080 I 1.0 I 6 

Duration of 
c c e l e r a t i o n  

sec  

0.072 
.048 
. o m  

-068 
-056 
-056 

-080 
.048 

2.0 117 

3.0 >120 
1.6 118 
1.2  126 

3.3 156 
2.6 >182 

ynamic 
esponsc 
index 

24 

31 

35 



TABLE 111.- SUMMARY OF MEASURED DUMMY RESPONSES FOR 15' NOSE-DOWN TEST 

Loads and  Displacements: 
P i lo t   shou lde r   ha rness  1200 N 
Copilot   shoulder  harness 1100 N 
Passenger  shoulder  harness 1190 N 
Pilot   chest   forward  motion 17.5 cm 
Pilot  i n e r t i a - r e e l   p u l l o u t  1.5 cm 
C o p i l o t   i n e r t i a - r e e l   p u l l o u t  1.4 cm 1 

I I I 

Normal 

g u n i t s  

Longi tudinal  
I 

Maximum Duration of 

g u n i t s  1 sec  

acce le ra t ion ,   acce l e ra t ion ,  

P i l o t :  
Head 
Chest 
Pe lv i s  

Copi l o t  : 
Head 
Chest 
Pe lv i s  

Firs. t   passenger:  
Head 
Chest 
Pe lv i s  

16 
22 

22 
11 
24 

21 
28 

0.092 
.096 

.120 

.084 

.080 

,108 
.096 

8.8 
10.8 

11.7 
10.6 
10.3 

10.0 
11.2 

31 
18 
8 

18 
10 
8 

14 
6 

0.092 
.112 
.040 

.IO0 

.120 

.044 

.088 

.1 20 

I Transverse 

I e loc i ty  

g u n i t s  m/sec 
a c c e l e r a t i o n ,  :hange, 

Maximum 

11.2 

10 1 .o 
8 8.3 
16 

9 .o 

1.1 
8 6.2 
15 

8 
5.7 
2.0 

16 

Duration of 
icceleration, 

sec 

0.080 
.OR4 
.048 

.092 

.lo8 

.116 

.064 

r 
r e loc i ty  
:hange, 
m/sec 

4.0 
4  -0 
5.0 

9.0 
5 .O 

4.1 
5.1 

e v e r i t y  
index 

lynamic 
'esponse 
index 

,139 
107 
75 

242 
75 
>77 

133 
>93 

23 

25 

21 



TABLE 1V.- SUMMARY OF MEASURED DUMMY RESPONSES  FOR FIRST 30' NOSE-DOWN  TEST 
- 
Restraint Loads  and Displacements: 

Pi lot   shoulder   harness  2700 N 
P i l o t   l a p   b e l t  2000 N 
Copilot   shoulder  harness 4780 N 
Cop i lo t   l ap   be l t  2080 N 
Passenger  lap belt 3300 N 
Copilot  chest  forward  motion 32.0 cm 
P i l o t   i n e r t i a - r e e l   p u l l o u t  9.5 c m  
Cop i lo t   i ne r t i a - r ee l   pu l lou t  6.5 cm 1 

~ u m y  occupant 

pilot: 
Head 
Chest 
pe lv is  

:opilot: 
Head 
Chest 
p e l v i s  

'irst passenger: 
Head 
Chest 
Pe lv is  

L 

" " 

Maximum 
c c e l e r a t i o n ,  

g u n i t s  

19 

47 

14 
36 
46 

55 
26 
52 

Normal 

Duration  of 
iccelerat ion,  

sec 

0.1 30 

.090 

.075 

.085 

.loo 

.130 

.090 

le l o c i   t y  
:hange, 
m/sec 

16.5 

19.8 

7.0 
11.2 
15.R 

7 .O 
17.0 

Longitudinal 

Maximum 
c c e l e r a t i o n ,  

g u n i t s  

39 
24 
12 

22 
1 1  

43 
55 

-r Duration of 
Iccelerat ion,  

sec  

0.090 
.090 
.loo 

.090 

.092 

.040 

.070 

'e l o c i   t y  
,hange, 
m/sec 

22.6 
10.6 
2.9 

10.2 
2.9 

4.0 
16.5 

Transverse 

Maximum Duration  of 

g u n i t s  
cce l e ra t ion ,   acce l e ra t ion ,  

22 

.020  36 

.070  23 
0.055 

19 

.036  32 

.180 1 1  

.130 

120 

.046  16 

.048 15 

.036 

I 

'elocity 
:hange , 
m/sec 

6.2 
8.9 
4.0 

10.2 
8.3 
6.0 

16.0 
3.8 
4.0 

;ever i ty  
index 

493 
>148 
479 

>72 
263 
389 

1493 
474 
>357 

ynamic 
esponse 
index 

47 

41 

47 



TABLE V.- SUMMARY OF MEASURED DUMMY RESPONSES FOR SECOND 30' NOSE-DOWN  TEST 

Loads and  Displacements: 
F i r s t  passenger   lap belt 
Second p a s s e n g e r   l a p   b e l t  
P i lo t   ches t   forward   mot ion  
Second passenger  chest  forward  motion 
P i l o t   i n e r t i a - r e e l   p u l l o u t  
First passenger  chest  forward  motion 

1630 N 
2900 N 

38.0 c m  
17.5 cm 

7.5 cm 
67.5 c m  

L 

l- r r Normal Longitudinal Transverse 
I lynamic 

'esponse 
index 

e v e r i t y  
index Maximum 

tcce le ra t ion ,  
g u n i t s  

Duration of 
i cce l e ra t ion ,  

sec 

re l oc  i t y  
:hange, 
m/sec 

Maximum 
tcce le ra t ion ,  

g u n i t s  

l e l o c i t y  
:hange, 
m/sec 

Dummy occupant Duration of 
t cce l e ra t ion ,  

Veloci ty  
change, 

sec m/sec g u n i t s  

P i l o t :  
Head 
Chest 
Pe lv i s  

38 
36 
58 

45 

65 

70 
38 
73 

0.056 
.084 
-068 

.088 

.060 

.180 

.060 

.068 

11.2 
12.2 
13.9 

21.7 

12.0 

30.1 
10.0 
17.5 

30 
33 
19 

72 
96 
13 

20 
28 
30 

6.5 
1.9 
1.8 

2.4 
4.5 

1 .o 
2.9 

576 
289 
332 

1041 
>743 

500 

689 
344 

1040 

0.160 
11.1 .092 
25 .O 

5.3 .032 

.044 
12.8 .040 
12.7 

6.5 .080 

24 0.084 
10 .016 
18 .016 

16 .016 
10 .OS6 
23 .024 

42 

41 

62 

First paseenqer: 
Head 
Chest 
Pe lv i s  

;econd passenger 
Head 
Chest 
P e l v i s  

.132 I 11.9 7 .020 
16 .020 

18 I .056 
.lo8 13.0 
.036 I 3.0 



L-74-2505-5 
Figure 1 .- Langley Impact Dynamics Resea rch   Fac i l i t y .  



Water line 0 

Flight  path 1 +Z normal 

y Flight-path angle 
cy Angle of attack 
8 Pitch  angle, 

8 =  y + Q  

d; Roll  angle 

+Y 

$ Yaw angle 

+X longitudinal 

Figure 4.- D e f i n i t i o n  of f l i g h t   p a t h ,   c r a s h   a t t i t u d e s ,  and  axes. 
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I 

.. 

, .  

jA t is'c . .  

P1 anned  Actual 

Fl ight-path  angle ,  y -1 5 .O: -1 5 '4, 
Angle o f  a t t a c k ,  (Y 15.0, 17.4, Pitch angle ,  e 0.0, 2.0, 
Roll angle ,  I$ 0.0, -7.2, 
Yaw angle ,  J, 0.0 -3.0 
F l ight -pa th   ve loc i ty  26.8  m/sec 26.6 m/sec 

0 

(a)  Flat-impact tes t .  

P1 anned  Actual 
Fl ight-path  angle ,  y 
Angle o f  a t t a c k ,  a 0.0, -2.7, 
Pi tch  angle ,  e -1 5 '0, -17.7, 
Roll angle ,  I$ 0.0, -2.5, 
Yaw angle ,  J, 0.0 -1.5 
F1 i ght-path  veloci ty   26.8 m/sec  27.0 m/sec 

0 -15.0,  -15.0, 0 

(b)  15O nose-down tes t .  

Figure 5.- Airplane crash-test parameters. 
L-82-167 
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P1 anned  Actual 
Fl ight-path  angle ,  y 
Angle o f  a t t a c k ,  (Y 0.0, 1'0, 
Pitch angle ,  e -30.0,  -31 '0, 
Roll  angle,  @ 0.0, 5.5, 
Yaw angle ,  $ 0.0 6.7 
Fl ight-path  veloci ty   26.8 m/sec  27.9 m/sec 

-30.0, 0 -32.0, 0 

( c )  First 30° nose-down test. 

"I : 

F1 i gh t-pa t h  angl e , y 
Angle o f  a t t a c k ,  (Y 

Pitch angle ,  e 
Roll  angle, $I 
Yaw angle ,  q~ 
Flight-path  veloci ty  26 

P1 anned Ac tua 1 
-30.0;  -30.0, 0 

0.0, 0.5, 

0.0, 2.2, 
-30.0,  -29.5, 

0.0 4.0 
8 m/sec 27.1 m/sec 

(d)  Second 30° nose-down test. 

Figure 5. - Concluded. 
L-82-168 

20 



( a )  Flat-impact t e s t .  

Figure 6.- Diagram of accelerometer  locations. 



(b) 1 5 O  nose-down tes t .  

Figure 6 . -  Continued. 
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(c) First 30° nose-down test. 

F igu re  6.- Continued. 





L-80-4823 
Figure 7.- Typical  airplane test specimen. 



High-speed camera 
Copilot w i t h  lap  belt  
and shoulder strap 

Pi lot  w i t h  4-point 
res t ra in t  system i n  
energy-absorbing  seat  Passenger w i t h  lap  belt  

and shoulder  strap 

( a )  Flat-impact test. 

Copilot with lap  bel t  
and shoul der s t rap 

Pilot  w i t h  lap  belt 
and  shoulder  strap 

Passenger w i t h  lap  belt  
and shoulder  strap 

( b )  1 5 O  nose-down test. 

Figure 8.- Occupan t s ,   r e s t r a in t s ,  and i n t e r i o r  camera arrangements.  
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C o p i l o t  w i t h  lap  High-speed  camera 
and   shou lde r  stra 

P i l o t  w i t h  l a p   b e l t  
a n d   s h o u l d e r   s t r a p  Passenge r  w i t h  l a p   b e l t  

(c) First 30° nose-down t es t .  

Second  passenger  w i t h  l a p   b e l t  
a n d   s h o u l d e r   s t r a p  

P i l o t  w i t h  l a p   b e l t /  
a n d   s h o u l d e r   s t r a p  

F i r s t   p a s s e n g e r  w i t h  l a p   b e l t  

(d l  Second 30° nose-down t e s t .  

Figure 8.- Concluded. 
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( a )  High-speed  motion-picture cameras. 

Figure 9.- Cameras and  onboard  transducers. 

L-82-169 
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Head 

t 

Pel vis 

L-82-801.1 

(b )  miaxial   accelerometer   setup  in   anthropomorphic  dummy. 

Figure 9 .- Continued. 
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L-82-800 1 (c) Displacement  transducer  and lap-belt load cell .  

Figure 9. - Concluded. 
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Figure 10.- Method of determining maximum acce lerat ion gmax, total t i m e  
duration of main acce lerat ion  pulse  AT, and integrated  ve loc i ty  
change AV. 
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( a )  Normal floor  accelerations. 

Figure 1 1 . -  Floor  acceleration  as a function of fuselage  station. 
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(b) Longi tudina l  floor a c c e l e r a t i o n s .  

F igure  11 .- Continued. 
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(c)  Normal and l o n g i t u d i n a l   f l o o r   a c c e l e r a t i o n s .  

Figure 11 .- Concluded. 
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Figure 12.- Normal ve loc i ty   change  AV during impact as a func t ion   of  
fu se l age  s t a t i o n .  
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Figure 13.- Probability of spinal  injury  estimated from cadaver 
data compared with operational  experience. 
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APPETNDIX A 

FLAT-IMPACT  TEST 

Crash Dynamics 

The c ra sh   s equence   fo r   t he   f l a t - impac t  test  on a conc re t e  test  s u r f a c e  is  i l l u s -  
t r a t e d   i n   f i g u r e  A1 with  nine  photographs  taken by a scanning camera. The v e l o c i t y  
and a t t i tude  a t  impact are given i n  f i g u r e  5 (a )  . 

A t  0.10 sec t h e  escape hatch  has  begun t o   d e t a c h  from the fuse lage .  The upper- 
body forward  rotat ion  of   the c r e w  and  passenger  has  reached a maximum by t h i s  time. 
A t  0.15 sec the f u s e l a g e   h a s   s e p a r a t e d   j u s t   a f t   o f   t h e  welded t u b u l a r - s t e e l   t r u s s ,  
which su r rounds   t he   i n t e r io r   o f   t he   cab in .  The bottom  of  the  fuselage is now h o r i -  
z o n t a l  and f l a t t e n e d  as t h e   a i r c r a f t   s l i d e s   a l o n g   t h e   c o n c r e t e .  By 0.20 sec the crew 
and passenger  have  begun t o  rebound t o  an u p r i g h t   p o s i t i o n   i n   t h e i r  seats. The 
remaining  photographs  in   f igure A1 show the a i rp l ane   du r ing   s l i de -ou t .  

Assessment  of Damage 

Precrash  and  postcrash  photographs  of  the damage s u s t a i n e d  by t h e   a i r p l a n e  from 
the   f la t - impact  tes t  are p r e s e n t e d   i n   f i g u r e  A2. Figures  A2(a)  and  A2(b) show t h e  
o v e r a l l   i n t e r i o r   a r r a n g e m e n t  of the  anthropomorphic dummies, seats, and  instrumenta- 
t i o n   p r i o r   t o   t h e  test. The l i vab le   cab in  volume (i.e., a volume s u f f i c i e n t   i n   s i z e  
t o   m a i n t a i n  space between  the  occupants  and the s t r u c t u r e )  w a s  ma in ta ined   i n   t he  crew 
and.passenger   pos i t ions   dur ing   the   c rash  impact. The c o p i l o t ' s  seat  w a s  n o t  damaged 
e x c e p t   f o r   t h e  rubber-membrane seat pan,  which f a i l e d  a t  s e v e r a l  of the at tachment  
po in t s .  However, the seat r a i l  f o r   t h e   f r o n t   l e f t   l e g   o f   t h e   c o p i l o t ' s  seat  w a s  
broken by the impact. (See   f i g .  A2  ( c )  . ) 

The f i n a l   p o s i t i o n  of t h e   e x p e r i m e n t a l   p i l o t ' s  seat ,  which  stroked  approximately 
3 in .   dur ing  the impact, is a l s o  shown i n   f i g u r e  A 2  ( c )  . The f i n a l   p o s i t i o n  of t h e  
passenger seat is shown i n  f i g u r e  A 2 ( d ) .  The t u b u l a r - s t e e l  seat  legs  were no t  
deformed. The seat cushion and  pan  ruptured,  and  the seat rails were s l i g h t l y  
d e p r e s s e d   i n   t h e   f r o n t .  

The f i n a l   p o s i t i o n  of t he   a i rp l ane  and t h e   o v e r a l l  damage t o   t h e   s t r u c t u r e  as 
viewed  from t h e   p o r t   s i d e  is shown i n   f i g u r e  A 2 ( e ) .  Sepa ra t ion   o f   t he   fu se l age   j u s t  
a f t  of the i n t e r n a l   t u b u l a r   t r u s s  is  a t t r i b u t e d  to r i v e t   s h e a r ,  and t h e   f l o o r  is the 
only   s t ruc ture   ho ld ing  the fuse lage   toge ther .   (See   f ig .  A 2 (  f )  .) Compression  loading 
of  the  bottom  of the fuse l age  and n a c e l l e s  is shown i n  f igu re   A2(g ) .  

Accelerat ion Time H i s t o r i e s  

Accelerations,   loads,   and  displacements  measured on t h e   a i r p l a n e   s t r u c t u r e  and 
i n  the dummies f o r   t h e   f l a t - i m p a c t  t es t  are shown i n   f i g u r e  A3. Normal, l ong i tud i -  
na l ,  and t r a n s v e r s e   a c c e l e r a t i o n s  measured  on the   f l oo r   o f   t he   a i rp l ane  are g i v e n   i n  
figures  A3(a)  and  A3(b) as a func t ion  of time. The d a t a  are grouped  according t o  
acce lerometer   loca t ion   and   or ien ta t ion .  The acce lerometers  were or ien ted   a long   the  
normal (Z), l o n g i t u d i n a l  ( X ) ,  and t r ansve r se  (Y) axes as shown i n   f i g u r e  4. Each 
l o c a t i o n  is des igna ted  by its gr id   coord ina te   cor responding  to f i g u r e  6. The f i r s t  
number i n d i c a t e s  the l o n g i t u d i n a l   c o o r d i n a t e ;   t h e   f i r s t  letter indica tes   the   normal  
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coord ina te   ( f l oo r   t o   roo f ) ;   t he  second number indicates   the  t ransverse  coordinate;  
and the  second le t ter  ind ica tes   the   acce le rometer   o r ien ta t ion  w i t h  r e s p e c t   t o   t h e  
a i rp l ane  body-axis  system. 

The maximum normal acce lera t ions   var ied  from 34g i n   t h e  crew area t o  249 i n   t h e  
a f t  baggage  compartment. The average  normal  crash  pulse  for  the  cabin area was 31 g 
peak, 0.057 sec   t o t a l   pu l se   du ra t ion ,  and 9.1 m/sec ve loc i ty  change  obtained from the 
in t eg ra t ed   acce le ra t ion  traces. The  maximum longi tudinal   accelerat ions  ranged from 
59 t o  9g, with an average of  69, a 0.052-sec durat ion,  and  an in tegra ted   ve loc i ty  
change of the main ( f i r s t )   p u l s e  of 1.9  m/sec. The remaining 23.7 m/sec hor i zon ta l  
ve loc i ty  was d iss ipa ted   p r imar i ly  by s l i d i n g   f r i c t i o n   i n  76 m with an average  decel- 
e r a t ion   ca l cu la t ed   t o  be  0.38g. The average  t ransverse  accelerat ion w a s  measured t o  
be less than 3g.  The t o t a l   v e l o c i t y  change from the   in tegra ted   t ransverse   acce le ra-  
t ions  over  0.32 sec was approximately  zero. 

The p i l o t  w a s  seated  in  an  energy-absorbing seat that  stroked  approximately 
3 i n .   A c c e l e r a t i o n s   f o r   a l l  dummies were measured r e l a t i v e   t o   e i t h e r   t h e  dummy head, 
ches t ,   o r   pe lv is .  The p i l o t ' s  head,  chest, and pe lv is   acce le ra t ions   a re   g iven   in  
f igure  A3(c) .  The peak  normal pe lv is   acce le ra t ion   ( f ig .   A3(c) )   reached  329 before 
level ing  off  a t  approximately 15g. The acce lera t ion  w a s  greater   than 20g for   only 
0.006 sec.  The t o t a l  time durat ion of the  pulse  was approximately 0.10 s e c t  and 
there  was a n  in tegra ted   ve loc i ty  change of 10.5  m/sec. The normal chest   pulse  was 
s imi l a r   t o   t he   pe lv i s ,   bu t   t he  maximum g l eve l  was s l i gh t ly   a t t enua ted .  The peak 
longi tudina l   acce le ra t ions  were 209 i n   t h e   p e l v i s  and I l g  i n  the  chest .  

The c o p i l o t  was seated i n  a s t anda rd   s ea t   fo r  an a i rp l ane  of this   type.  The 
head,  chest, and pe lv is   acce le ra t ions   for   the   copi io t  are given  in  f igure  A3(d).  The 
peak  normal pe lv i s   acce l e ra t ion   ( f ig .   A3(d ) )  was  31 g,  which is about  the same maximum 
pelv is   acce le ra t ion   as   tha t -of  the p i l o t .  However, the   acce le ra t ion   for   the   copi lo t  
was greater   than 209 for  approximately 0.026 sect compared with 0.006 sec f o r   t h e  
p i l o t .  The pi lot ' s   s t roking  energy-absorbing  seat   spread  the  accelerat ion  pulse   over  
a longer time durat ion  with  an  average  pelvis   accelerat ion  (veloci ty  change during 
major  impact/pulse  duration) of 10.79. The copi lot ' s   average  pelvis   accelerat ion was 
14.0g.  These  normal pe lv i s   acce l e ra t ions  would probably f a l l  i n  the  area of moderate 
in ju ry   ( r e f .  17 )  . The longi tudina l   acce le ra t ions  were a l l  in   the  noninjur ious  range 
f o r  a wel l - res t ra ined  occupant   ( ref .  1 7 ) .  

The passenger was a l so   sea ted  i n  a s tandard  general-aviat ion  seat   for   this   type 
a i rp lane .  The head,  chest, and pelvis   accelerat ions  for   the  passenger   are   given 
in   f igure  A3(e) .  The peak  normal pe lv is   acce le ra t ion  was 399, with  the  acceleration 
being  greater  than 20g f o r  0.028 sec.  The average  normal  pelvis  acceleration w a s  
17.2g. 

Maximum load   in   the   p i lo t ' s   shoulder   harness  was  700 N ( f i g .  A3 ( f ) ) . The maxi- 
mum load in   the   copi lo t ' s   shoulder   harness  w a s  1070 N, and the maximum chest  forward 
motion w a s  12.5 c m  ( f i g .   A 3 ( f ) ) .  The  maximum load   in   the   passenger ' s   l ap   be l t  
( f i g .   A 3 ( f ) )  was approximately 400 N. 

Figures  A3(g) and A3(h)  contain  miscellaneous  acceleration traces presented  for  
completeness. 
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Time = 0.0 sec  Time = 0.05 sec  Time = 0.10  sec 

Time = 0.15  sec  Time = 0.20 sec  Time = 0.25 sec 

Time = 0.30  sec  Time = 0.35 sec  Time = 0.40 sec 

L-81-5700.1 

Figure A1 .- Crash-sequence photographs of flat-impact test. 
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(b) Precrash  rear i n t e r i o r  view of f l a t - i m p a c t  test a i r p l a n e .  

Figure A2 .- Continued. 

L-80-9853 
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(c)   Postcrash view of crew  compartment. 

Figure A2.- Continued. 
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Figure  A2 .- Continued. 
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L-80-10,062.1 
(e) Port-side view of a i rp lane .  

Figure A2.- Continued. 



(f) Por t - s ide   ex te rna l  damage. 

Figure A 2  .- Continued. 
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(9) Underside  view of a i rp lane   showing  c rash  damage. 

Figure A2.- Concluded. 
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F i g u r e  A3 .- Continued. 
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Figure A3 .- Continued. 
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Figure A 3  .- Continued. 
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15' NOSE-DOWN TEST 

Crash Dynamics 

The crash  sequence  for  the 15O nose-down test  is i l l u s t r a t e d   i n   f i g u r e  B1 with 
nine  photographs  taken by a scanning camera. The ve loc i ty  and a t t i t u d e   a t  impact are 
given i n   f i g u r e   5 ( b ) .  

A t  0.05 sec, crushing of the  nose  structure  has begun. By 0.10 sec,   the  anthro- 
pomorphic dummies have begun t o   r o t a t e  forward i n   t h e i r  seats. A t  approximately 
0.15 sec in to   the   c rash ,  the upper-body  forward r o t a t i o n  of the  crew  and passenger 
has  reached  the maximum. A t  0.20 sec, the dummies have begun t o  rebound t o   a n  
u p r i g h t   p o s i t i o n   i n   t h e i r  seats. The t a i l  of the  airplane  has  completed  the down- 
ward r o t a t i o n  and is f la t   a long   the   concre te   sur face  by time 0.30 sec,  and the  nose 
of t he   a i rp l ane  is pitched up. The remaining  photographs i n   f i g u r e  B1 show the 
airplane  during  sl ide-out.  

Assessment of Damage 

Postcrash  photographs from the 15O nose-down t e s t   a r e   p r e s e n t e d   i n   f i g u r e  B2. 
The l i vab le  volume was maintained  in  the crew and passenger  positions  during  the 
crash  impact. The crew  and passenger  seats showed  no apparent  postcrash damage 
except   for   the rubber-membrane s e a t  pans, which f a i l ed   a t   s eve ra l   a t t achmen t   po in t s  
(figs.   B2(a)  through B 2 ( d ) ) .  Both inboard crew s e a t   r a i l s  were broken by the  com- 
pressive  loading of the  legs on the rails ( f i g .   R 2 ( a ) ) .  The f i r s t -passenger   sea t  
r a i l s  w e r e  s l i g h t l y  deformed.  Figure R 2 ( e )  shows an o v e r a l l   i n t e r i o r   p o s t c r a s h  view 
of the  cabin  f loor from r e a r   t o   f r o n t   a f t e r   t h e  seats were removed. The f l o o r  showed 
some deformation  in  the crew  and passenger  locations.  

Buckling of the  nose  structure  that   occurred  during  impact is shown i n   f i g -  
ure B2 ( f )  . Also vis ible   through  the  copi lot ' s  window i s  p a r t  of the  surrounding 
tubu la r   s t ruc tu re ,  which bent  under  compressive  loading. Compression loading of the 
bottom of the  fuselage and nacelles  can be seen  in   f igure  B2(g) .  

Acceleration Time His tor ies  

Accelerations,  loads, and displacements measured on the   a i rp l ane   s t ruc tu re  and 
in   the   occupants   a re   g iven   in   f igure  B3. Normal, longi tudina l ,  and t ransverse  accel-  
e r a t ions  measured  along  the  floor of the  a i rplane  are   given  in   f igures   B3(a)  and 
B3(b) as a funct ion of time. The da ta  are grouped  according  to  accelerometer  loca- 
t i on  and o r i en ta t ion .  The accelerometers were oriented  along  the normal ( Z ) ,  longi-  
t ud ina l  ( X ) ,  and t ransverse  (Y) axes as shown i n   f i g u r e  4. Each loca t ion  is 
designated by its gr id   coordinate   corresponding  to   f igure 6. The f i r s t  number ind i -  
ca tes   the   longi tudina l   coord ina te ;   the   f i r s t  le t ter  ind ica tes   the  normal coordinate  
( f loo r   t o   roo f  1; the  second number indicates   the  t ransverse  coordinate;  and the  
second letter indicates   the  accelerometer   or ientat ion  with respect to the   a i rp l ane  
body-axis sys  tem . 

The maximum measured  normal f loor   acce le ra t ions   var ied  from I l g  to  209, with an 
average peak normal f loor   pu lse  of 169, a 0.120-sec durat ion,  and a 10.6 m/sec i n t e -  
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g ra t ed   ve loc i ty  change. As seen  in   f igure  B3(a)  and i n   t h e  sequence  photographs 
( f i g .  B 1 )  , the  peak accelerat ion  occurs  later i n   t h e   a f t   c a b i n  and baggage area  than 
i n   t h e  crew area. This  result   occurs  because the af t   cabin  experiences  loads  only 
a f t e r   t h e  t a i l  rotates downward and contacts  the  ground. Maximum longi tudina l   acce l -  
e r a t i o n s  ranged from 3g t o  9g, with  an  average  peak  longitudinal  pulse of  5.5g, a 
0.088-sec durat ion,  and a 4 .O m/sec in tegra ted   ve loc i ty  change  of the main pulse .  
The remaining 22.1 m/sec hor izonta l   ve loc i ty  w a s  d i s s ipa t ed  by s l i d i n g   f r i c t i o n   i n  
84 m of t r a v e l  w i t h  an  average  deceleration of 0.30g. Transverse  f loor   accelerat ion 
w a s  approximately 2g with a durat ion of 0.06 sec. 

Normal, longi tudina l ,  and t r a n s v e r s e   a c c e l e r a t i o n s   i n   t h e  head,  chest,  and 
p e l v i s  of t h e   p i l o t  and c o p i l o t   a r e  shown in   f igures   B3(c)  and B3(d). They experi-  
enced similar acce lera t ions .  The  maximum normal p e l v i s   a c c e l e r a t i o n   f o r   t h e   p i l o t  
w a s  22g, compared with 24g fo r   t he   cop i lo t ,  and the  maximum longi tudina l   acce le ra t ion  
was  8g for  both.  These  normal acce le ra t ion   pu l se s   f a l l   w i th in   cu r ren t   e j ec t ion - sea t  
design limits and are  expected  to be only  mildly  injur ious  ( ref .   17) .  

Normal, longi tudina l ,  and t r ansve r se   acce le ra t ions  i n  the  head,  chest,  and 
pe lv i s  of the  passenger  are shown in   f i gu re   B3(e ) .  The  maximum normal pelvis   accel-  
erat ion  for   the  passenger  w a s  28g, s l i gh t ly   h ighe r   t han   t ha t  measured fo r   t he  crew. 
The h igher   acce le ra t ion  is probably due t o  a s t i f f e r   pas senge r  seat and s t ronger  
subfloor  in  the  passenger  area.  The  maximum long i tud ina l   acce l e ra t ions  were 6g i n  
t he   pe lv i s  and 14g in   t he   ches t .  

The p i l o t ' s  forward  chest  motion w a s  17.5 cm with a 1200 N peak shoulder-harness 
load  (fig.  B31f) ). The p i lo t ' s   shoulder -harness   iner t ia  reel locked a f t e r  1.5 cm 
of s t rap   ree l -out .   S imi la r ly ,   the   copi lo t ' s   shoulder -harness   iner t ia - ree l   s t rap  
extended 1.4 c m  before  locking  with a maximum shoulder-harness  load of 1 1  00 N 
( f i g .   B 3 ( f ) ) .  These  displacements were a l l  measured  using  pull-wire  displacement 
t r ansduce r s   ( f i g .   9 (c ) ) .  The  maximum passenger  shoulder-harness  load was 1190 N 
( f i g .   B 3 ( f ) ) .  A l l  lap-bel t   load  data  were l o s t   f o r   t h i s  test. 

Figures B3 (9)  and B3(h)  contain  miscellaneous  acceleration  traces  presented  for 
completeness. 
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(a)  Postcrash view of crew compartment. 

Figure B2 .- Postcrash  photographs of 1 5O nose-down test. 
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(b) postcrash view of cop i lo t  ' s  Seat. 

Figure B2 .- Continued. 
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( d )  Postcrash  view of passenge r ' s  seat. 

F igu re  B2. - Continued. 



(e)   postcrash view of cab in   a f t e r   s ea t  removal. 

Figure B2 .- Continued. 
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(f) Starboard view of a i rp lane .  

Figure B2 .- Continued. 



(9 )  Underside  view of damage t o  fuse l age   and   nace l l e s .  

Figure B2 .- Concluded. 
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Figure B3 .- Data  from 15O nose-down t e s t .  
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F igure  B3 .- Continued. 
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(a)  Copilot   accelerat ions.  

Figure B3 .- Continued. 
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30° NOSE-DOWN TESTS 

Crash Dynamics 

The  two 30° nose-down tests were the most severe of the  four   crash tests con- 
ducted. I n  t h e   f i r s t  30° nose-down test, a s u b s t a n t i a l  amount  of da ta  w a s  l o s t  
because of the  severe  impact and i ts  e f f e c t  upon the  instrumentat ion.  A second tes t  
similar t o   t h e   f i r s t  w a s  conducted t o  supplement  the  data.  Unfortunately,  the  data 
from the  second test exhibi ted  the same problems  experienced  in  the f i r s t  test (i.e., 
noise   spikes ,   shorts ,   severed wires, and v o l t a g e   s h i f t s ) .  

The crash  sequences  for  the 30° nose-down tests are i l l u s t r a t e d   i n   f i g u r e s  C1 
and C2. The impact  parameters are g i v e n   i n   f i g u r e   5 ( c )   f o r   t h e   f i r s t  30°  nose-down 
test and i n   f i g u r e   5 ( d )   f o r   t h e  second 30° nose-down test. The sequence  photographs 
show t h a t  similar ex te rna l  damage occurred  in   the two tests. A t  0.05 sec and 
0.10 sec,   extensive  crushing of the  nose and nace l les  is evident   for   both tests. A t  
0.1 0 sec,   the dummies have begun t o   r o t a t e  forward i n   t h e i r  seats, and i n i t i a l   d e f o r -  
mation of the  cabin  roof  has  occurred. A t  0.15 sec,   the  wings  and fuselage  forward 
of  the main spar  are e s s e n t i a l l y   f l a t  on the  concrete test  surface,   but   the   fuselage 
a f t  of the main spar  is a t  a 20° angle   to   the ground  and still has a ver t ical   veloc-  
i t y  component. This  situation  caused  severe  deformation of the  cabin  roof ,   par t icu-  
l a r ly  i n   t h e  second 30° nose-down test. In  the  remaining  photographs,  as  the 
a i r c r a f t   s l i d e s   o u t ,   t h e  t a i l  r o t a t e s  downward t o  become paral le l   wi th   the  impact  
surface  (causing  the  nose  to   pi tch  up) ,  and the  cabin  roof   re turns   to   the  or iginal  
shape . 

Assessment of Damage 

Postcrash  photographs of damage that   occurred  during  impact   in   the two 30° nose- 
down t e s t s   a r e   p r e s e n t e d   i n   f i g u r e  C3.  The l i vab le  volume i n   t h e   f i r s t  30° nose-down 
test w a s  maintained,  although  the  cabin  roof  buckled  inward  during  the  impact. The 
deformation of the  cabin  roof w a s  more extreme i n   t h e  second 30° nose-down tests, and 
the   l ivable  volume in   t he  crew  and passenger  areas w a s  encroached upon. The 
increased mass (300  kg)  of  the  second a i rc raf t   p robably   cont r ibu ted   to   the   g rea te r  
deformation i n   t h e  crew area.  

Postcrash  photographs of the crew seats are shown i n   f i g u r e s  C3 ( a )  through 
C3(c) .  The crew seats a re   ad jus t ab le   fo re  and a f t  and are locked in   place  with  pins  
i n   t h e   f r o n t   l e g s ,  which are secured  into  the seat t rack.  N o  back legs are neces- 
sary,   since  the rear seat-pan  frame is supported by a roller-bracket  assembly 
a t t ached   t o   t he  main spar.  The r o l l e r  f i t s  i n t o   t h e   a d j u s t i n g   s l o t  of t h e   s e a t  pan 
with  forward  seat   travel  l imited by the   s top  a t  the end of the slot. Damage t o   t h e  
crew s e a t s  was s imi l a r   i n   t hese  two tests;   the  front  legs  buckled  during impact and 
were detached from the seat r a i l s ,   a l l owing   t he   s ea t s   t o  move forward i n  the   ad jus t -  
i n g   s l o t ,   I n   t h e  second test, t h e   p i l o t ' s  seat moved as f a r  forward  as  possible i n  
t h e   s l o t  and then  tore  the  bracket  off  the main spar .  Part of the damaged bracke ts ,  
which a re  still a t t ached   t o   t he   ro l l e r ,  are v i s i b l e   i n   f i g u r e   C 3 ( c ) .  The rubber- 
membrane s e a t  pans i n  a l l  of the crew seats failed.   In  the  second test, t h e   p i l o t ' s  
seat   cushion  ruptured.   Pi lot  and c o p i l o t   s e a t  rails for  each test  are shown i n   f i g -  
u re s  C3(d) and C3(e) .  The p i lo t ' s  inboard seat ra i l  and both  of   the  copi lot ' s   seat  
rails were broken i n   t h e   f i r s t  test. In  the  second test, both of t h e   p i l o t ' s  seat 
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rails were  broken.  Also, the photographs show that  the  thin-gauge aluminum f l o o r   i n  
the crew area w a s  t o r n   i n  bo# crash  tests. 

Postcrash  photographs of the  passenger seats are shown i n   f i q u r e s  C3 ( f  1 through 
C3(h). The passenger seats in   bo th  tests showed little damage upon postcrash 
inspection. The rubber-membrane seat pans f a i l ed   i n   t hese   s ea t s ,   j u s t   a s   t hey  had 
done i n  the crew s e a t s .  The passenger 's  seat i n   t h e   f i r s t  test  and the  second  pas- 
senger 's  seat i n  the second test remained at tached to  t h e   s e a t  rails during  the 
impact;  however, t h e   f i r s t   p a s s e n g e r ' s  seat i n   t h e  second test  completely  detached 
from the  seat rails. This passenger came t o  rest f ac ing   t he   po r t   s ide  of the air- 
plane still s t rapped   to   the  seat ( f ig .   C3(g ) ) .  

Pos tc rash   inspec t ion  of the f i r s t   p a s s e n g e r ' s  seat i n   t h e  second 30° nose-down 
test revealed  that  the b o l t   i n  each  rear-leg  attachment  clamp was n o t   f u l l y   t i g h t -  
ened.  This si tuation  allowed  the  rear-leg  attachments  to  spread, and consequently 
the seat disengaged from the   t r ack .   In   t he   f i r s t  test, the  passenger 's   outboard seat 
r a i l  cracked,  pulled up i n   t h e  rear, and depressed   in   the   f ront .  The passenger  seat  
rails i n   t h e  second t e s t  showed similar deformation,  but  did  not  fracture.  

Overal l  damage to   the  instrument   panel ,   f loor ,  and tubular -s tee l  t r u s s  s t r u c t u r e  
i n  each test is  shown i n   f i g u r e s  C3( i) through C3( 1). The tubu la r - t rus s   s t ruc tu re  
w a s  bent and f r ac tu red   i n  many of the  same loca t ions   fo r   t he  two tests. In   the  
second test, the  tubular- t russ   s t ructure   bent  inward in to   t he   l eg  of the second  pas- 
senger  (f ig.   C3(1) ). 

Damage t o   t h e   p o r t   s i d e  of the   a i rp lanes  i s  shown i n   f i g u r e s  C3(m) and C3(n).  
This damage w a s  similar i n   t h e  two t e s t s  b u t  more seve re   i n   t he  second test. Separa- 
tion  occurred  along  the side of the  fuselage and along  the  fuselage-wing  junction. 
Some Plex ig las  windows were broken  during  the  impact. On the   s ta rboard   s ide  of the  
a i rp l ane  i n  both tests, the  door  detached from the  fuselage and w a s  ly ing on the 
wing. Also, t he   s t ee l   t ubu la r - t rus s  s t r u c t u r e  bent  outward and penet ra ted   the   s ide  
of the  fuselage.  

Similar compression  loading of the bottom of the  fuselage and nacel les   in   both 
tests is  shown in   f igures   C3(o)  and C3(p).  In  the f i r s t  test, the  port-side  engine 
mounts f a i l e d ,  and the  engine  can be seen on the ground in   f igure   C3(o) .  

Acceleration Time His to r i e s  

Accelerat ions,   loads,  and displacements measured on the   a i rp l ane   s t ruc tu re  and 
in  the  occupants  for  both 30° nose-down tests are shown i n  f i g u r e  C4. Normal, longi- 
tud ina l ,  and t r ansve r se   acce le ra t ions  measured on the   f l oo r  of the a i rp l ane  are shown 
i n   f i g u r e s  C 4 ( a )  and C 4 ( b )   f o r   t h e   f i r s t  30° nose-down t e s t  and i n  figures C4(k)  and 
C 4 (  1) for  the  second 30° nose-down test. The da ta  are grouped  according t o  acce ler -  
ometer loca t ion  and o r i en ta t ion .  The accelerometers were oriented  along  the  normal 
( Z ) ,  longi tudina l  (X), and t ransverse  (Y) axes  as shown i n   f i g u r e  4. Each loca t ion  
is designated by its grid  coordinate   corresponding  to   f igure 6. The f i r s t  number 
ind ica t e s  the longi tudinal   coordinate;  the f i r s t  le t ter  indicates  the-normal  coordi- 
n a t e   ( f l o o r   t o   r o o f ) ;  the second number ind ica t e s  the transverse  coordinate;  and the  
second letter ind ica t e s  the accelerometer  orientation  with  respect to the   a i rp l ane  
body-axis sys  t e m .  

The average  normal  and  longitudinal  crash  pulses were similar f o r  the two tests. 
In the f i r s t  test, the average  normal  f loor  pulse  in the cabin area w a s  27.2g peak, 

77 



APPENDIX C 

0.083 sec time durat ion,  and  11.3  m/sec in t eg ra t ed   ve loc i ty  change.  For the  second 
test, the  average  normal  floor  pulse w a s  29.99 peak, 0.096 sec time  duration,  and 
12.3 m/sec in tegra ted   ve loc i ty  change.  In  both tests, the  peak acceleration  occurred 
later f o r   t h e   a f t   c a b i n  and baggage a rea ,   s ince   l oad ing   i n   t h i s  area occurred   a f te r  
t he  t a i l  ro t a t ed  downward and contacted  the ground. The average  longi tudinal   f loor  
p u l s e   f o r   t h e   f i r s t  test  w a s  15.29  peak, 0.090 sec  time  duration, and 8.2 m/sec i n t e -  
gra ted   ve loc i ty  change  of the  main pulse.  The remaining 15.5 m/sec horizontal .   veloc-  
i t y  was d i s s ipa t ed  by s l id ing   f r i c t ion   i n   app rox ima te ly  59.5 m with  an  average 
dece lera t ion  of 0.219. In  the  second test, the average  longi tudinal   f loor  pulse w a s  
149 peak, 0.1 1 2  sec time durat ion,  and  10.5 m/sec in t eg ra t ed   ve loc i ty  change of t he  
main pulse. The a i r p l a n e   i n   t h e  second test  s l i d   o u t  57.5 m t o   d i s s i p a t e   t h e  remain- 
ing 13.0 m/sec horizontal   velocity,   giving  an  average  deceleration of 0.1 5c~. The 
average  t ransverse  accelerat ion i n  t h e   f i r s t  test w a s  59 over 0.068 sec and 8g over 
0.140 sec in  the  second test. 

The normal, longi tudina l ,  and t r ansve r se   acce le ra t ions   fo r  the occupants were 
measured r e l a t i v e   t o   t h e  head,  chest, and pe lv i s  of the dummy. Accelerations  experi-  
enced by t h e   p i l o t  and c o p i l o t  i n  t h e   f i r s t  30° nose-down test  are  given i n  f i g -  
u re s  C 4 ( c )  and C4(d).  Accelerations  experienced by t h e   p i l o t  and c o p i l o t  were simi- 
l a r .  The p i l o t ' s  maximum normal pe lv i s   acce l e ra t ion  was 479 compared with 469 f o r  
the  copi lot .  Maximum longi tudina l   ches t   acce le ra t ion  w a s  249 f o r   t h e   p i l o t  and 229 
fo r   t he   cop i lo t .  Maximum longi tudina l   pe lv is   acce le ra t ion  was 12g f o r   t h e   p i l o t  and 
1 lg   for   the   copi lo t .  

Accelerations  experienced by the  passenger i n  t h e   f i r s t  test  a re  shown i n   f i g -  
ure C 4 ( e ) .  Maximum normal acce le ra t ions  were 529 i n   t h e   p e l v i s ,  which i s  s l i g h t l y  
higher  than  those of the crew. Maximum ches t   acce l e ra t ions  were 269 normal and 559 
longi tudinal .  The passenger  did  not  have a shoulder  harness.  A s  a resu l t ,   the   pas-  
senger ' s  head h i t   t h e  back of t h e   p i l o t ' s   s e a t   d u r i n g   t h e   c r a s h  test, producing a 
peak  head acce lera t ion  of over 1009. 

Restraint   loads and ches t  and ine r t i a - r ee l   ex t ens ions   a r e  shown i n   f i g u r e s   C 4 ( f )  
th rough  C4(h)   for   the   f i r s t  30° nose-down t e s t .  Maximum l o a d s   i n   t h e   p i l o t ' s  
shoulder  harness and l ap  belt were 2700 N and 2000 N, r espec t ive ly .  The displace-  
ment t r ansduce r   t r ace   i nd ica t ed   t ha t   t he   p i lo t ' s   i ne r t i a - r ee l   shou lde r   ha rness  
extended  about 9.5 c m  before   la tching.  The copi lot ' s   forward  chest  motion w a s  32 cm 
with a peak shoulder-harness  load of 4780 N. The copi lo t ' s   shoulder -harness   iner t ia  
reel locked a f t e r  6.5 cm of s t r ap   pu l lou t .  Maximum loads i n   h i s   l a p   b e l t  were 
2080 N. The  maximum load in   t he   pas senge r ' s   l ap   be l t  w a s  3300 N ( f i g .  C 4 ( g ) ) .  

Miscellaneous  acceleration  traces  presented  for  completeness are contained i n  
f i gu res  C 4 ( i )  and C 4 ( j ) .  

Normal, longi tudina l ,  and t r ansve r se   acce le ra t ions   fo r   t he   p i lo t ,   f i r s t   pas sen -  
ger  (seated  behind  the  pilot) ,  and the  second  passenger  are  given  in  f igures C 4 ( m )  
through C4 ( 0 )  €or  the second test. A s  i n  a l l  o t h e r   t e s t s  , acce lera t ions   a re  measured 
r e l a t i v e   t o   t h e  head,  chest, and pe lv i s  of the dummy. 

In  the  second 30°  nose-down t e s t ,   t h e  maximum normal accelerations  experienced 
by t h e   p i l o t  were 36g i n  the  chest  and 589 i n   t h e   p e l v i s .  The normal pe lv is   acce le r -  
a t i o n  w a s  higher  in  the  second test but  w a s  f o r  a s h o r t e r  time than  the  accelerat ions 
experienced by the crew i n   t h e   f i r s t   t e s t .  The  maximum forward  chest  motion of the  
p i l o t  was 38 cm ( p i l o t ' s  seat detached  during  this  crash test)  , and i n e r t i a - r e e l  
shoulder-harness  strap  extended a maximum of 7.5 c m .  Restraint   load measurements 
were l o s t   f o r   t h e   p i l o t ' s  lap b e l t  and shoulder  harness. 
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The second  passenger wore a l a p  belt and shoulder   harness;   the   f i rs t   passenger  
wore a l ap   be l t   on ly .  The i n e r t i a  reel on the  second  passenger's  shoulder  harness 
was locked  with a p in   to   p revent   in te r fe rence   wi th  camera coverage of t h e   f i r s t  pas- 
senger. One purpose  of th i s   c rash  test  w a s  t o  compare passenger  response  with  and 
without a shoulder  harness.  It w a s  no t   an t ic ipa ted  that the f i r s t   p a s s e n g e r ' s   s e a t  
would detach from the rails (as d iscussed   in   the   p rev ious   sec t ion) ;   s ince   th i s  was 
the  case, a direct comparison  between  the f i r s t  and second  passenger was not   possi-  
ble .  It is bel ieved  that   the   second  passenger 's   seat  i n  t h i s  test remained a t tached  
t o  the structure   pr imari ly   because the leg  attachment was properly  t ightened.  In 
addition,  the  second  passenger 's   shoulder  harness w a s  connected to   the   fuse lage ,  
which  tended to   coun te rac t  the forward  overturning moment of the seat experienced by 
the   f i r s t   pas senge r  as he rotated  forward. 

The second  passenger  experienced  higher  longitudinal  pelvis  accelerations  (30g) 
than  the f i r s t  passenger ( 1  3g)  because  the  second  passenger's  seat  remained  attached 
to   t he   s t ruc tu re   du r ing   t he  impact. The f i rs t  passenger 's   seat   detached  during  the 
crash test, causing him t o   h i t   t h e  back of the p i lo t ' s  seat. This  resulted  in  very 
high head  (459  normal, 729 long i tud ina l )  and ches t   acce le ra t ions   (96g   longi tudina l ) .  
The second  passenger  experienced  an  unexpected 709 normal  head accelerat ion.   This  
acce le ra t ion  was caused by contac t  between the  head  and  knees  during  the  crash. As 
seen  in  high-speed  motion  pictures  taken  onboard  the  airplane  during  the test, the  
second  passenger sunk in to   h i s   sea t   dur ing   the   impact ;  a t  the same time, h is   l egs  
rebounded  from the   f loor  and h i s  head pitched  forward,  impacting  his  knees. However, 
t he   f i r s t   pas senge r  was without   upper- torso  res t ra int  and received a more severe head 
impact. 

The second  passenger's maximum chest  forward  motion was 17.5 cm, and as men- 
t ioned   prev ious ly ,   h i s   iner t ia  reel w a s  pinned. The f i rs t  passenger 's   chest   forward 
motion w a s  67.5 c m .  The  maximum load was 2900 N i n   t h e  second  passenger 's   lap belt 
and 1630 N i n   t h e   f i r s t   p a s s e n g e r ' s   l a p   b e l t   ( f i g .  C4(1) ). The load  measurement i n  
the  second  passenger's  shoulder  harness was l o s t .  

Miscellaneous  acceleration  traces  presented  for  completeness  are  contained i n  
f igure  C4(p) .  
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Figure C1.- Crash-sequence photographs of first 30° nose-down test. 
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Figure C2 .- Crash-sequence  photographs of. second 
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30° nose-down test. 
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(b)  Damage sus t a ined  by p i l o t ' s  seat i n  f i r s t  30° nose-down test. 

F igure  C3.- Continued. 



L-81-5832.1 
(c) Damage sus ta ined  by p i l o t ' s  seat  i n  second 30° nose-down test .  

Figure C3 .- Continued. 





L-81-5827 1 
( e )  Postcrash view of p i l o t ' s   p o s i t i o n   i n  second 30° nose-down test. 

Figure C 3  .- Continued. 
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L-80-2217 - 1  

(f) Postcrash  view of passenger 's  seat i n   f i r s t  30° nose-down test .  

Figure C3.- Continued. 
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(9) First 
L-81-5829 1 

passenger ' s   pos i t ion  after second 30° nose-down test. 

Figure C3 .- Continued. 
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(h) Second passenge r ' s  seat  i n  second 30° nose-down test. 

Figure C3.- continued. 
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(i) Forward  view  of c a b i n   a f t e r   f i r s t  30' nose-down tes t .  

Figure C3 .- Continued. 
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(j) Postcrash view  of c a b i n   a f t e r   f i r s t  30° nose-down test. 

Figure C3 .- Continued. 
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(k) Forward  view of cabin   a f te r   second 30' nose-down test. 

Figure C3 .- Continued. 
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(1) Second p a s s e n g e r ' s   p o s i t i o n  after second 30° nose-down test. 

Figure C3 .- Continued. 
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(m) Por t - s ide   v iew of a i r p l a n e  after f irst  30°  nose-down test. 

F i g u r e  C3.- Continued. 
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( n )   P o r t - s i d e  v i e w  of a i r p l a n e   a f t e r   s e c o n d  30° nose-down test. 

F igure  C3 .- Continued. 
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(0) Underside  view of a i r p l a n e  after f irst  30° nose-down test. 

F igure  C3.- Continued. 
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( p )  Underside view of a i r p l a n e   a f t e r  second 30°  nose-down test. 

Figure C3.- Concluded. 
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( a )  Normal floor  accelerations  for f i r s t  30° nose-down tes t .  

Figure C4.- Data  from 30° nose-down tes t s .  
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Figure C4 .- continued. 



APPENDIX c 

25 
L 

Pilot   inboard  spar  

10E7L 

12E7L 

13E7L 

14E5L 

15E8L 

10E8T 

Passenger  inboard  front  track 
25 L- 

L 0;"""" - ' 
-25: 

Passenger  inboard a f t   t r a c k  

1 Ik  1 I I I 

25 € 
Mid cabin  port side 

25 € 
Rear cabin  center 

25 F 
Center  of  spar 

L o n g i t u d i n a l   a n d   t r a n s v e r s e   f l o o r   a c c e l e r a t i o n s  €or f i r s t  30° 
nose-down test .  

F igure  C4.- Continued. 

100 



p 

APPENDIX C 

10H6N 

10H6L 

10H6T 

10G6L 

10G6T 

10F6N 

10F6L 

10 F6T 

25 F Head 

Head 
J 

-25 

25 E Chest 

25 r - Chest 
0 -  I -  A - :  

- I 

-25 

50  Pel v i s  

0 

-25 

Time, sec 

L 

(c)  Pilot  accelerations €or f i r s t  30° nose-down tes t .  

Figure C 4  .- Continued. 
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Figure C 4  .- Continued. 
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( e )  Passenger accelerations  for  first 30° nose-down test .  

Figure C 4  .- Continued. 

103 



APPENDIX c 

11H6 

3000 
2500 

r- - 

F 1500 
> 2000 
5 
- P i  l o t  shoulder harness 
- - 
- - 
- - 

1000, - + - 
500 1 - 

0 -  
- 

11H9 

( f )  R e s t r a i n t  loads for f irst  30° nose-down test .  

F igure  C4 .- Continued. 

104 



c 

APPENDIX c 

aJ 
V 
L 

LL 
0 

2ooo 1500 E Pi lo t   l ap  b e l t  

10F6 1000 I \  

2500 r 

10F8 
F Copilot  lap b e l t  2000 

1000 

500 
0 

!- 

3500 =- - - 
3000 E 
2500 > 

13F7 2000 F 
1500 i- - 

- - 

- - Passenger  lap b e l t  
- - 

l I I I I I I I I I l I I l I I l I I I I I I I I I I I I I I I I l I I I I I I l I I I I I I I I I l I I I I I I I I I I l I I I 1 I l I l l l l l l l l l l l l  

0 .04 .08 .12 .16 .20 .24 .28 .32 

T ime ,  sec 

(9) I ap -be l t   l oads   fo r   f i r s t  30° nose-down test. 

Figure C4 .- continued. 

105 



APPENDIX c 

Pilot  inertia-reel  extension 
12.5 ~ 

10.0 
7.5 
5.0 
2.5 

0 

12.5 E Copilot  inertia-reel  extension 

l;::[ 5.0 $ 
1 I I I 1' 

Copilot  chest  displacement 

32.5 
30.0 
27.5 
25.0 
22.5 
20.0 
17.5 
15.0 
12.5 
10.0 
7.5 
5.0 
2.5 

0 

( h )  I n e r t i a - r e e l  and chest displacement  data for f irst  30° 
nose-down test  . 

Figure C4 .- Continued. 
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Figure C4 .- Continued. 
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Figure C4.- Concluded. 
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f u n c t i o n   o f   a i r c r a f t   f u s e l a g e   l o n g i t u d i n a l   s t a t i o n  number.  Anthropomorphic-dummy 
a c c e l e r a t i o n s  were a n a l y z e d   u s i n g   t h e   d y n a m i c   r e s p o n s e   i n d e x  (DRI)  a n d   s e v e r i t y   i n d e x  
( S I )  models. Parameters a f f e c t i n g   t h e  dummy r e s t r a i n t   s y s t e m  were s t u d i e d ;   t h e s e  
parameters i n c l u d e d   t h e  effect of n o   u p p e r - t o r s o   r e s t r a i n t ,   m e a s u r e m e n t  of t he   amoun t  
of i n e r t i a - r e e l  strap p u l l o u t  before locking ,   measurement  of dummy c h e s t  forward 
motion,   and loads i n   t h e   r e s t r a i n t s .   W i t h   t h e  S I  model ,   the   dummies  with  no  shoulder  
h a r n e s s  received head impacts above t h e   c o n c u s s i v e   t h r e s h o l d .  
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